
In 1925, after working with automotive painters, 3M introduced the world’s first masking tape to improve 
the painting process. 
 
In today’s world, 100 years later, paint systems have greatly evolved and modern paint processes require 
state-of-the-art masking products, providing the reliable convenience you demand in a busy shop.  We are 
now bringing you our optimised masking products – choose from our lean and clear product offering the tape 
that your individual job needs. 

Modern Tapes  
for Modern Paint  
Systems

Lean and Clean.



Designed for maximum 
performance on all vehicle 
surfaces – with exceptional 
results. 

Well balanced and well 
performing masking tape 
for a wide range of auto-
motive masking tasks.

 Solvent and moisture resistant 

 UV resistance for up to 3 days 

 Excellent adhesion in hot and cold conditions 

 Solvent-free, proprietary adhesive

  General masking applications 

 Good conformabilty 

  Solvent resistant, which prevents bleed through 

  Residue-free release and easy unmasking  
without tearing 

Scotch® Performance Masking Tape 233+, Green

Scotch® Masking Tape 2328, Beige

Dimensions Part No. Rolls / Sleeve Rolls / Carton

18 mm x 55 m 26334 12 48

24 mm x 55 m 26336 6 24

36 mm x 55 m 26338 4 16

48 mm x 55 m 26340 3 12

72 mm x 55 m 26341 2 8

Dimensions Part No. Rolls / Sleeve Rolls / Carton

18 mm x 50 m 06304 12 48

24 mm x 50 m 06309 9 36

30 mm x 50 m 06310 8 32

36 mm x 50 m 06311 6 24

48 mm x 50 m 06313 5 20

72 mm x 50 m 51287 4 16

100 mm x 50 m 127858 3 12



Premium masking tape  
designed for critical and hard 
to mask surfaces like plas-
tics, rubber or structured 
surfaces.
  Adhesion on Low Surface Energy (LSE) plastics

  Great conformability for adhesion to irregular surfaces 

   Withstands repeated drying cycles well without  
peeling off 

  Superior performance in humid environments 

Scotch® High Performance Masking Tape 3434, Blue

Dimensions Part No. Rolls / Sleeve Rolls / Carton

18 mm x 50 m 07895 12 48

24 mm x 50 m 07897 9 36

30 mm x 50 m 07893 8 32

36 mm x 50 m 07898 6 24

48 mm x 50 m 07899 5 20

Overview Comparison Table

Stick & stayGENERAL MASKING Conformability Sliver resistance
Temperature  

resistance  
(30 mins)

120°C
Scotch® Performance  

Masking Tape 233+, Green

Scotch® High Performance  
Masking Tape 3434, Blue

110°C

Scotch® Masking Tape 2328,  
Beige

80°C



3M United Kingdom PLC 
Automotive Aftermarket 
3M Centre 
Cain Road 
Bracknell, RG12 8HT
+44 (0)161 237 6391
aadukenquiries@mmm.com

3M Ireland Limited 
Automotive Aftermarket 
The Iveagh Building 
The Park 
Carrickmines, Dublin 18
+353 12160301
aadukenquiries@mmm.com

For more information, visit us at www.3Mbodyshop.co.uk
3M and Scotch are trademarks of 3M Company. All other  
trademarks are property of their respective owners. Please recycle.  
© 3M 2023. All rights reserved. 

For additional information, including important safety 
and warranty information, regarding 3M Automotive 
Aftermarket Products, please visit: www.3M.co.uk/aad-info

3M offers Masking Tapes as part of full masking systems for 
the finest finishes, as well as controlling dust and overspray 
and maximizing shop efficiency. 

Find out more about 
3M™ Masking Products:

Resists moisture imprinting  
or ghosting on painted vehicle  
surfaces with superior clinging properties, and a treated 
surface avoids overspray flaking issues.

3M™ Purple Premium Plus  
Masking Film 

Dimensions Part No. Quantity

4 m x 150 m 50988 1/Pack 

5 m x 120 m 50989 1/Pack 

5 m x 76 m 06725 1/Pack 

6 m x 100 m 51871 1/Pack 

Ideal for masking door apertures,  
bonnet or boot lid opening to prevent  
creation of unwanted paint lines.

3M™ Soft Edge Foam  
Masking Tape PLUS, Blue

Dimensions Part No. Quantity

21 mm x 7 m 50421 1/Pack 

Applied on top of the standard masking  
products protecting the surroundings of  
the repair area to create a smooth paint edge.

3M™ Smooth Transition Tape, 
White 

Dimensions Part No. Quantity Rolls / Carton

6,35 mm x 9 m 06800 Single 60

Features a rigid band along  
one edge that slips gently behind  
moldings, lifting them slightly away from the body allowing 
paint to flow beneath. 

3M™ Perforated Trim  
Masking Tape

Dimensions Part No. Quantity Rolls / Carton

5 mm, 50 mm x 10 m 06345 1 Roll 6

7 mm, 50 mm x 10 m 06347 1 Roll 6

10 mm, 50 mm x 10 m 06349 1 Roll 6

15 mm, 50 mm x 10 m 06348 1 Roll 6

View our masking 
application process 
chart:

Download PDF

3M Masking Process

 

 

 

 
PERSONAL SAFETY

 

3M™ Premium Cutter  3M™ Purple Premium 
PLUS Clear Masking Film 
4m x 150m,
5m x 120m,
6m x 120m

 

3M™ Trim Masking Tape 3M™ Soft Edge 
Foam Masking 
Tape PLUS

3M™ Professional Panel Wipes
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 3M™ Smooth Transition Tape 

3M™ Scotch® Masking Tape 3030

3M™ Fine Line Masking Tapes 471+

• Reusable Overall• Comfort Goggles• Comfort Particle Mask P3
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  Degrease the surface using paint company 
or other recommended product. Always 
follow the manufacturer's instructions.

  

Prepare the area for paint application, 
ensuring su�cient space to allow for 
smooth transitions and avoid hard edges.

Cut the masking �lm to the appropriate 
size and attach to the outline masking 
using 3M masking tapes.

For best results, apply 3M™ Smooth 
Transition Tape on top of the 3M Masking 
tape to allow a smooth transition of primer 
edges.

Note: Avoid generating hard edges when 
primer masking. This generates surface 
swelling  due to the concentration of 
solvents on the tape edges.

Before applying the base and clear coats, 
further cut the masking �lm and attach 
it to previous contour and aperture 
masking.

Primer sanding.

Cover the vehicle as soon as possible, this 
reduces the possibility of contamination 
from the surrounding environment.

 

Degrease the surface and adjacent panels 
as necessary.

Mask other areas such as rubbers, trim etc.

Removal of masking tapes and �lm is best done 
when the car has just left the oven and is still warm.

Always remove Masking tape by pulling at a right 
angle to the surface. A �atter or sharper angle has a 
higher risk of leaving adhesive residue on the 
surface.

Tip: Using Premium Masking Tapes will pay-o� as 
they have a lower tendency to leave adhesive 
residue or tape to silver.

3M™ Scotch®  
Masking Tape 3434

3M United Kingdom plc Automotive Aftermarket
3M Centre, Cain Road, Bracknell,  RG12 8HT
Phone: +44 (0)161 237 6391
aadenquiries.uk@mmm.com
www.3Mbodyshop.co.uk

3M Ireland Limited Automotive Aftermarket
The Iveagh Building, The Park Carrickmines, Dublin 18
Phone: +353 12160301
aadenquiries.uk@mmm.com
www.3Mbodyshop.co.uk
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https://multimedia.3m.com/mws/media/1852740O/cpc-3m-masking.pdf

